








DESIGNED FOR VARIOUS APPLICATIONS
Although the GTF 400.2 RC is designed and built specially for milling tunnel linings, it off ers ��́��J�]�N�G�N�Q�N�Y�^���K�T�W��
�I�N�ë���J�W�J�S�Y���Y�^�U�J�X���T�K���F�U�U�Q�N�H�F�Y�N�T�S�X.
Thanks to a wide range of attachments – designed and built by Grotti to maximize machine power – the GTF 
400.2 RC can be used to make trenches with diff erent depths and widths, as well as structural cuts to tunnel 
linings for inserting reinforcements. It also can be used to demolish kerbs and sidewalks.





ASSISTANCE ON SITE
Because we’ve performed so many projects using our own operators, Grotti understands the importance 
of maintaining machines tasked with heavy-duty applications. 
For this purpose, customers can purchase routine and extraordinary maintenance packages according to 
their specific requirements.

IMPORTANCE OF 
TRAINING
Despite its easy use, the GTF 400 RC requires 
training so that the operator can take full 
advantage of the potential of the machine and 
attachments. To support customers, Grotti includes 
in the purchase price the training of two operators 
and a mechanic.



TECHNICAL CHARACTERISTICS
Dimensions
Width 2.55 m
Length with boom closed 8.10 m
Max. working height of standard boom 9.10 m

Engine power (type and power)
Type and model FPT Cursor 13
Power 407 kW Stage V

Hydraulic power
Max. flow rate 540 l/min
Max. pressure 420 bar
Hydraulic power 285 kW
Max. hydraulic power of attachments currently available 230 kW

Structural characteristics
Undercarriage stabilizers for creating channels, also inclined with respect to surface 
of roadway 
Special telescopic boom 

Electrical system and special devices
Voltage 24 v
Equipped with Grotti GTF technology® software
Telemetry for real-time software management and data storage
High-precision radio control and automatic radiator cleaning system

Weight
Operating weight (depending on outfit)	  27-30 t
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